
Head End
Housing Housing
Crimp Crimp

M.35507-0400 Motor UVW connector with cables, 1m

M.50212-8000
UL2464 AMSB AWG20 4C (No shield)

M.505565-1301 Digital Encoder connector with cables, 1m

M.505431-1000
M.505431-1100

UL20276 AMSB 28AWG 7PR (Shield)

M.505565-0701
Serial Encoder connector with cables, 1m

Compatible with
Pixie

M.505431-1000
M.505431-1100

UL20276 AMSB 28AWG 5PR (Shield) Compatible with 
Falcon

M.505565-0401 Analog Input connector with cables, 1m

M.505431-1000
M.505431-1100

UL2464 AMSB 26AWG 2PR (Shield)

M.51353-1000 WEX-Digital / IO connector with cables, 1m

M.56134-9000 UL2464 AMSB 26AWG 10C (Shield)

No P/N Purpose of use / specification Remark

3 WE2A05-SE-CO-CA-100 Open

1 WE2S-MO-CO-CA-100 Open

Swallow Abs
WE2S-D024/01-FS04A5
Connector with cables Information

* Motor UVW connector cable is identical to the WE2A 10A CAN connector cable.
* Digital encoder connector cable is identical to the WE2A05-DE connector cable.
* Analog position sensor connector cable is identical to the WEM-IO connector cable.
* Additional incremental encoder connector cable is identical to the WEM-SE connector cable.

M. = MOLEX
※ Cables are sold separately. Please contact your distributor for pricing details.
※ For sample quantities up to 100 units, a 100 cm (1 m) shielded cable is supplied. Delivery is available within 7 days upon receipt of order based
   on the 1 m cable specification.
※ Shielded cables in lengths other than 100 cm (1 m) (e.g., 30 cm, 200 cm, 300 cm, etc.) are available for orders of 100 units or more.
※ The above connector and cable information may contain errors due to the editing process. Please refer to the H/W manual for confirmation.

4 WE2A05-AI-CO-CA-100 Open
Compatible with

Falcon, Pixie pulse, 
Merlin, Osprey

5 WER-IO-CO-CA-100
(WEX-Digital I/O)

Open
Compatible with

Eagle I,O Kestrel(10L)

2 WE2A05-DE-CO-CA-100 Open Compatible with 
Falcon




