
Head End
Housing Housing

Crimp Crimp

M.43645-0200 Control Power connector with cables, 1m

M.43030-0001
UL2464 AMSB 20AWG 2C (No shield)

M.43645-0300 Motor Power connector with cables, 1m

M.43030-0001
UL2464 AMSB 20AWG 3C (No shield)

M.43645-0400 Motor UVW connector with cables, 1m

M.43030-0001
UL2464 AMSB 20AWG 4C (No shield)

M.505565-1501 Digital Encoder connector with cables, 1m

M.505431-1000

M.505431-1100

UL2464 AMSB 26AWG 8PR (Shield)

M.505565-0801 Serial Encoder connector with cables, 1m

M.505431-1000

M.505431-1100

UL2464 AMSB 26AWG 4PR (Shield)

M.505565-1001 GPIO connector with cables, 1m

M.505431-1000

M.505431-1100

UL2464 AMSB 26AWG 10C (Shield)

M.505565-0401
Analog Input connector with cables, 1m

M.505431-1000

M.505431-1100

UL2464 AMSB 26AWG 2PR (Shield)

M.505565-0501 EtherCAT & RJ45 connector with cables, 1m

M.505431-1000

M.505431-1100

CAT7 S/FTP 26AWG 4PR (LAN)

M.505565-0501 ECAT & ECAT connector with cables, 1m M.505565-0501

M.505431-1000

M.505431-1100

AWM2517,IMOEXV-SB-P3,AWG26,2PR (Shield)-가동형

(100Cm 이하만 사용)
M.505431-1000

M.505431-1100

M.505565-0501 ECAT & ECAT connector with cables, 30cm M.505565-0501

M.505431-1000

M.505431-1100

AWM2517,IMOEXV-SB-P3,AWG26,2PR (Shield)-가동형

(100Cm 이하만 사용)
M.505431-1000

M.505431-1100

Osprey
WEM-D310/02-FS00A5
Connector with cables Information

WEMH-MO-CO-CA-100 Open3

No

Open Dedicated to Osprey

WEMH-MPO-CO-CA-100 Open

WEMH-CPO-CO-CA-100

P/N Purpose of use / specification Remark

4

5

6

7

M. = MOLEX
※ Cables are sold separately. Please contact your distributor for pricing details. Only flex-type ECAT2 cables are available in stock; non-flex types
   are available upon request.
※ For sample quantities up to 100 units, a 100 cm (1 m) shielded cable is supplied. Delivery is available within 7 days upon receipt of order based
   on the 1 m cable specification.
※ For EtherCAT cables longer than 100 cm (e.g., 200 cm, 300 cm, etc.), there is a risk of noise interference from the equipment. Therefore, the use
   of the “CS-P2604PB-027076ISC (IS ROBOT LINE CAT.6A) [flex-type]” cable is recommended.
   For inquiries regarding this specification, please contact Startec Korea: Tel: +82-2-6957-1792 Email: startec7@naver.com
※ Shielded cables in lengths other than 100 cm (1 m) (e.g., 30 cm, 200 cm, 300 cm, etc.) are available for orders of 100 units or more.
※ The above connector and cable information may contain errors due to the editing process. Please refer to the H/W manual for confirmation.

8

9

* GPIO, Digital encoder, Serial encoder, and EtherCAT connector cables are identical to the WEM-IO, DE, SE, and ECAT connector cables.
* Analog input connector cable is identical to the WE2A05A-AI connector cable.

Compatible with
Falcon, Merlin

WEM-SE-CO-CA-100

WEM-DE-CO-CA-100 Open Compatible with Pixie

Open
Compatible with
Swallow, Pixie

10 WEM-ECAT2-CO-CA-030

1

2

Compatible with
Falcon, Swallow Abs, 

Pixie, Merlin

WEM-ECAT2-CO-CA-100
EtherCAT communication
cable for drive-to-drive

connection, 1 m

WEM-IO-CO-CA-100 Open

WEM-ECAT-CO-CA-100 RJ45
Compatible with

Falcon, Pixie, Merlin  

WE2A05-AI-CO-CA-100 Open

Dedicated to Osprey

Dedicated to Osprey

EtherCAT communication
cable for drive-to-drive

connection, 30 m




